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Technical Specification

Double stage snow blower to remove snow from Hydraulic chute 270° rotation with hydraulic upper
narrow roads, squares, parkings and walkways. flap to set the orientation and distance of blow.
Bolted lower cutting edge made by wear resistant

steel.
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Snow blower

MODEL TN 125 TN 155 TN 185 TNX 155 TNX 185 TNX 210
IS S S I
Working width 1250 1550 1850 1550 1850 2100
0il flow, min-max | It/min 35-50 45-60 50-70 90-120 110-130 120-140
QOil pressure, min-max | bar 160-190 170-190 190-220
Weight standard configuration | kg 320 410 450 445 ‘ 490 580
Front height | mm 600 740 740 860
Auger diameter | mm 355 355 460
Impeller diameter | mm 420 560 560 610
270° chute rotation hydraulic
Flap tilt hydraulic
Hydraulic transversal tilt () - +10°
Side flaps () 5 cm each side
f‘f ton 1,6-2,2 2,3-2,8 2,8-3,8 2,3-2,8 2,3-3,8 3,4-4,8
%Lg&‘ ton 1,8-2,4 2,8-4,2 4,0-5,5 2,8-4,2 4,0-5,5 5,5-8,0
% ton 1,9-2,6 3,0-4,3 4,3-6,0 3,0-4,3 4,3-6,0 6,0-8,2
Overall size | Acm 125 155 185 155 185 210
.’H in standard | B cm 128 142 142 142 142 164
% configuration | Ccm 83 91 91 91 91 102

Y On request

Extended chute

for loading on trucks

up to 2,77 meter (mod. TNX 155/185)
and 2,82 meter (mod. TNX 210)
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