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Technical Specification

Wheel trencher for use on asphalt and concrete.
Hydraulic trenching depth adjustment with side
skids.

Hydraulic sideshift.

Optimal stability and visibility during any job con
dition.

www.ajashy.com

Optimal hydraulic and high cut power thanks to hy-
draulic pistons motors, directly driven on disc.
Excavation cleaning kit, hydraulically driven, which
allows an optimal cleaning of trech.



Wheel trencher

MODEL WE 450 WE 600

Standard wheel width

Wheel width, min-max | mm 80-130 80-200
Trenching depth with standard wheel | mm 150-450 200-600
Standard asphalt picks | n. 66 80
0il flow, min-max M | [t/min 100-140 120-160
0il pressure, min-max (" | bar 300-170
Weight standard configuration | kg 1200 1320
Depth adjustment hydraulics
Right and Left sideshift | mm 650

Average milling speed

(standard wheel/max depth) ™™™ 0.65,5 0,5-4,5
r*g%‘ ton 3,245 4,052

% ton 6,0-8,5 7,0-9,5
% ton 6,0-8,5 7,0-9,5

A
~ Overall size | A €™ 162 168

H in standard configuration Bcm 163 198
% Ccm 200 218

() Hydraulic system flow and pressure must be inversely proportional
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